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THERMALLY BROKEN. ARCHITECTURALLY REFINED. BUILT TO PERFORM

Engineered for performance and designed with precision, the Westal 079 Series is a 75mm-wide Thermally Broken

Awning Window system ideal for residential homes, apartments and commercial builds.

The system features a sleek, flush-face sash profile paired with a purpose-designed perimeter frame, delivering not

only contemyporary visual appeal but also enhanced thermal performance and condensation control.

With its robust frame and clean lines, the Westal 079 Series seamlessly blends energy efficiency with Westal's
signature durability, making it a smart choice for projects prioritising comfort, sustainability and style.

FEATURES:

e Glass thickness: 20mm IGU.

e For multistorey applications, sash panels are independently glazed and can

CONFIGURATIONS:

Thermally broken sash and frame.

A plant-on chainwinder adaptor enables Awning/Fixed combination
windows to have a continuous headill frame.

Chainwinder can be restricted to comply with the fall prevention from
openable windows requirements.

Multiple configurations possible (see below).

Provision for fly, barrier and Crimsafe screens (interior fixture).

be installed /replaced from the interior.

ThermalAdvantage

ERFORMANCE: by westal windows

LIMITATIONS: 766mm w/-DN450 Twin Chainwiner

e Sash Weight: up to 30kg w/- DS2 chainwinder.

to 600 Pa.

EXAMPLE 1 - 1800mm(h) x 900mm9w)e N3 rating
Structural: ULS - 4700 Pa, SLS - 1300 Pa.
Thermal (Interim Results): EXAMPLE 2 - 1800mm(h) x 600mm9w)e c2 rating

0 SHGC Range: 0.38 - 0.53 555mm w/-DS2 Singlepoint Chainwinder

Sizes are a guide ONLY and dependent on glass type and wind load requirements.
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