Awning Window

078 & 425 Series

At home in either traditional or contemporary
architecture, the Westal 0/8 Series Awning
Window represents great appeal, value

and versatility.

The "hood’ effect created by an Awning Window protects the
interior from light rain allowing the sash to remain open and
ensuring constant air flow.
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Awning Window

078 & 425 Series

Features

Excellent ventilation control.
A wide sash profile creates an appealing ‘picture frame’ effect.

The single glazed option features a chamfered sash profile.

A clean, external appeal.
Tubular sash profiles and structurally glazed panels for maximum torsional strength.

Comes with Slimline chain winder with 304 Grade extension chain.
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Provision for Fly & Barrier screens (interior fixture).

Example Configurations

Awning / Fixed Lowlight Awning / Awning

Screens

Flyscreens Barrier Screens

Flyscreens are a practical and affordable way to cover the open Barrier screens offer an economical, intermediate level of security
area of your windows and doors, helping to keep your home free for your home. Our barrier screens feature black Armagrille

from flies and other insects. Our flyscreens are constructed using an (diamondshaped, aluminium grille), fibreglass mesh and aluminium
extruded aluminium frame and standard fibreglass mesh. frame and comply with the Building Code of Australia - Protection of

Openable Windows requirements.



Awning Window

078 & 425 Series

Series Features

Recommended Applications

078 Series

Housing & residential

425 Series

Housing & residential

Screening Options

Fly & Barrier screens

Fly & Barrier screens

Frame Width Options 75mm 102mm
Water Penetration Options 150 Pa. 150 Pa.

300 Pa. 300 Pa.

450 Pa. 450 Pa.
Glazing Single glazed Single glazed

Double glazed Double glazed
Energy Ratings Available Yes Yes

Max. Acoustic Rating

Available upon request

Available upon request

Bushfire Attack Level

Tested and certified to BAL-40

Tested and certified to BAL-40

Handle Options

Keyed (supplied as standard)

Keyed (supplied as standard)

Fixing Types

Fin fix
Face fix

Fin fix

Face fix
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Awning Window

078 & 425 Series
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Windows are always viewed from outside
A= Awning F = Fixed Panel LL = Lowlite
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